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COAL & COKE TEST EQUIPMENT / MFS

MFS

MINIMUM FREE SPACE OVEN

Determination of moisture in coal acc. to BS
1016-104.2:1991, BS ISO 687:2010 & BS ISO
11722:2013 (MFS/11SO) or ASTM D3173-11
(MFS/1 ASTM).

The MFS has a 210°C maximum operating temperature.

Models are available for nitrogen or air.

MFS

STANDARD FEATURES

| 210°C maximum operating temperature | Loadingtray
| Side hinged door with gas tight seal & easy | Flow meters to monitor gas flow &
one handed operation chamber seal integrity

MFS

OPTIONS (SPECIFY THESE AT TIME OF
ORDER)

| Welded steel desiccator with provision for a | Models available for alternative mains supply
nitrogen flow which is used as a cooling vessel. voltages
The crucibles can be transferred into the
desiccator without the need for cooling on a

metal plate.

| Crucibles with well-fitting covers



MFS

TECHNICAL DATA

MFS/11SO MFS/1 ASTM

Meter type Nitrogen Meter type Alir

Max temp (°C) 210 Max temp (°C) 210

Chamber 25* x195 x 290 Chamber 25% x195 x 290

dimensions

dimensions

External 185 x 490 x 450 External 185 x 490 x 450
dimensions H x dimensions H x

W x D (mm) W x D (mm)

Temp +5.0 @ 210°C Temp +5.0 @ 210°C
uniformity (°C) uniformity (°C)

Temp stability +0.5 Temp stability +0.5

(°C) (°C)

Volume (litres) 1.4 Volume (litres) 1.4

Max power (W) 500 Max power (W) 500

S4W / LNIWDIND3 1S3I1L IN0OD % 1VOD

* Reduced to 22mm below the thermocouple.

MFS

DOWNLOADS

Product data sheet MFS »  Coal, Coke & Iron Ore Testing Furnaces » MFS 1 with No Controls Section »


https://www.carbolite.com/files/450776/product-data-sheet-mfs.pdf
https://www.carbolite.com/files/17033/coal-coke-iron-ore-testing-furnaces.pdf
https://www.carbolite.com/files/52663/mfs-1-with-no-controls-section.pdf

MFS

CONTACT US REQUEST A QUOTE
www.carbolite.com/contact- www.carbolite.com/contact-
services/contact-form/? services/contact-form/?
prefilltext=contact_form.request&product=C prefilltext=contact_form.quote_request&pro
-1-ASO-A duct=C-1-ASO-A
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