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PROEFFABRIEK

TESTAPPARAAT VOOR KOOL & COKES

Detailed information is available in our dedicated Coal, Coke & Iron Ore
Testing Furnaces brochure (please download above).

Carbolite has developed a range of coal and coke testing
furnaces and ovens for proximate analysis to qualitatively
assess or, quantitatively measure, the amount of moisture,
ash, volatile matter and fixed carbon in coal samples. Other
products are also available for the determination of coke
reactivity, iron ore reducibility, ash fusibility, swelling number
index, expansion and contraction of coal and caking
properties.

The range of coal and coke tests carried out in a furnace or
oven has grown over many years, and Carbolite has
responded to the requirements of each new standard by
designing a product to suit the specific requirements of each
test method.

The range includes bench top laboratory models for routine testing and large pilot plant scale
products, some of which are unique to Carbolite, such as the variable width hearth moving wall
coking oven which can be found in coal research facilities as well as large steel producing plants
around the world.

The Carbolite range of products meets the requirements of the relevant international ISO, ASTM,
EN, BS, and DIN test methods.

PILOT PLANT SCALE COAL & COKE TEST FURNACES BY CARBOLITE INCLUDE:

SHO - Single Sole Heated Oven CRI - Coke Reactivity Furnace

CSR - Coke Strength after Reduction
Furnace

CTO 7 - Fixed Wall Coke Test Oven

MWO - Moving Wall Coking Test Oven GK - Gray King Coke Test Furnace

IOR - Iron Ore Reducibility Furnace GLO - Coal Characterisation Furnace

LTD - Low Temperature Reduction Furnace
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VOORBEELDEN

CRI - Coke Reactivity Furnace ·
Introduction Video

IOR - Ijzererts reduceerbaarheid
oven · Introduction Video

CRI - Coke Reactivity Furnace

MWO 227 kg - Variabele Breette
Bewegende Muur Verkooksing
Test Oven

GLO 40/11-1G - Kolen
karakterisering oven

IOT - ijzer erts Ore beker

CSR - Coke sterkte na reductie I-
Tester/Tuimelaar

CTO 7 - Coke test wandoven SHO - Enkelzijdige
verwarmingsoven
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MEER VOORBEELDEN

IOR - Ijzererts
reduceerbaarheid oven

GK - Grijze King Cokes
Test oven

LTD - Lage
reductietemperatuur -
Ontbinding van ijzererts

CSI-CSR

PROEFFABRIEK

DOWNLOADS

Productinformatieblad Pilot plant equipment →
www.carbolite.com/files/451738/productinformatieblad-pilot-
plant-equipment.pdf

Coal, Coke & Iron Ore Testing Furnaces →
www.carbolite.com/files/17033/coal-coke-iron-ore-testing-
furnaces.pdf

CRI Coke Reactivity Furnace - Introduction Video →
www.carbolite.com/files/38194/cri-coke-reactivity-furnace-
introduction-video.mp4

IOR Iron Ore Reducibility Furnace - Introduction
Video →
www.carbolite.com/files/53565/ior-iron-ore-reducibility-
furnace-introduction-video.mp4

Determining the CO2 reactivity of petroleum coke
→
www.carbolite.com/files/14322/determining-the-co2-
reactivity-of-petroleum-coke.pdf

How coke is created in a coal testing oven or pilot
plant →
www.carbolite.com/files/51057/how-coke-is-created-in-a-
coal-testing-oven-or-pilot-plant.pdf
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CONTACTEER ONS →
www.carbolite.com/nl/contact-services/contact-
form/?prefilltext=contact_form.request&product=C-3-
ASF-I

OFFERTE-AANVRAAG →
www.carbolite.com/nl/contact-services/contact-
form/?
prefilltext=contact_form.quote_request&product=C-3-
ASF-I

www.carbolite.com/nl/producten/kolen-en-cokes-test/coal-coke-pilot-plant/

© Carbolite Gero – www.carbolite.com / Content may be subject to modifications or corrections


